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Fully synthetic high-performance engine oil for 4-stroke ATVs/Quads

Description
Fully synthetic high-performance engine oil, especially
manufactured for sporty 4-stroke ATVs/quads. This oil
provides the engine with optimum protection, even
for the toughest requirements in the field of all-terrain
vehicles (ATV). JASO MA2 approval guarantees the
fault-free functioning of wet multi-disc clutches.

Product features
fully synthetic

specially developed for sporty ATVs/quads
optimum engine protection in all operating areas

extremely good thermal stability

Catalytic converter tested
ideal for wet multi-disc clutches (JASO MA2
approval)

Field of application
MOTOREX ATV QUAD RACING 4T SAE 10W/50 MA2 has
been developed for the high demands in sporty
ATVs/quads with powerful engines. Ideal for
ATVs/quads with wet multi-disc clutches. Also meets
the highest manufacturer’s specifications.

Specifications
API SM, API SN, API SP, JASO MA2

Technical Data
Properties Test according to Unit Values
Colour yellowish-brown
Viscosity SAE 10W/50
Density at 20 °C g/cm3 0.854
Viscosity at 40°C DIN 51562-1 mm2/s 122.0
Viscosity at 100°C DIN 51562-1 mm2/s 19.2
Viscosity index DIN ISO 2909 178.0
Visco. according HTHS at 150°C CEC-L-36 A-97 mPa.s > 3.5
Flash point DIN EN ISO 2592 °C > 200
Pourpoint ASTM D5950 °C -45
NOACK CEC L-40-A-93 % 4.60
Sulphate residue content DIN EN ISO 6245 % 0.80
TBN DIN ISO 3771 mg KOH/g 7.20
CCS ASTM D5293 mPa.s 3330
CCS Temperatur ASTM D5293 °C -25


